
275 mm

1000 mm

80 mm

Construction examples

approx. 3 x 3 m, octagon
Requirement: 8 bed borderings
8 mounting tubes

approx. 2 x 2 m, hexagon
Requirement: 6 bed borderings
6 mounting tubes

1x1 meter
Requirement: 4 bed borderings
4 mounting tubes

More flexibility for the design of lawns, beds and play areas! With Terrasoft bed 
bordering, you can create an elegant divider between lawns and the bed in no 
time at all. The bordering can be installed as a chain element and can be set a little 
higher than or at the level of the ground so that the lawnmower can drive over it. 
Due to its own weight, the element is so stable that it can be used as a sandpit or 
as a bordered bed. Terrasoft bed borderings consist of pure rubber granulate and 
they are bound and coated with polyurethane. The material is very robust and has 
a pleasantly soft and warm surface - regardless of the season.

ADVANTAGES 
•	 very stable in shape
•	 high freedom of design
•	 different radii are possible
•	 high price/performance ratio
•	 quick installation on firm and loose 

surfaces
•	 A mounting tube is additionally 

required (1 tube per element)

APPLICATION 
Terrasoft bed borderings are suitable 
as sandpit borderings or borderings 
for beds and lawns. Numerous const-
ruction variants allow for many possi-
ble types of design.

Terrasoft ® 

Bed bordering
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Mounting tube, item no. 251110991
Ø 33,7 mm, length: 500 mm

INSTALLATION INSTRUCTIONS

Mounting on loose substrates:
lace the first element of the bordering on the ground. Carry out excavation work for small foundations (H = 300 mm)
Fit in the mounting tube through the recess in the rear part of the bed bordering so that it protrudes approx. 60 mm above. 
Pour C25 concrete on the underside of the mounting tube.
Attach the second bed bordering to the mounting tube of the first element. The shaped fillet provides additional stability. It 
is recommended that the two rubber elements be glued at specific points around the mounting tube.
Build the elements in this system. The last element ends with a mounting tube. This is pushed through the bed bordering up 
to the upper edge of the rubber granulate (135 mm) or, if necessary, shortened in the lower area.
Note: In the case of closed structures, installation can also be carried out, optionally, on solid surfaces. It is therefore recom-
mended that you shorten the mounting tubes accordingly.

Selective gluing:
Pierce the membrane in the threaded part of the adhesive cartridge and screw on the cut plastic nozzle. Use a screwdriver 
to remove the bottom plate of the cartridge and insert the cartridge into the manual or compressed air gun. The gluing 
takes place on the completely cleaned bed borderings by means of glue dots around the connecting tube. The surface and 
ambient temperature must be at least 5° C. The elements should only be glued in dry weather. Adhesive cartridges must not 
be stored below 10° C.

Terrasoft® Bed bordering     (L x W x H) 1000 x 80 x 275 mm | SBR rubber granulate | Item no.: 251110131

Specifications 

28 Pcs.

Colours

Terrasoft Bed bordering  
anthracite

-13x
anthracite

Additional Products

4525001x1
Gluing

Positioning the bed bordering with the aid of extended mounting tubes on loose substrate. Glueiung of the elements is necessary,
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