
Terrasoft corner covering - large - are good for the subsequent covering of sand-
boxes, wall projections and other demarcations. The shapely elements are bound 
and encased with polyurethane, and are characterized by a trouble-free installa-
tion. They are glued to solid surfaces. 
The pleasant material is warm and soft both in summer and winter. Sharp edges, 
for example of conventional concrete edging, are permanently covered. This pro-
tects people from injury due to hard and sharp edges.  
Corner elements without elaborate mitre cuts can be covered cleanly with the 
help of the corner covering.

ADVANTAGES 
•	 high positional protection through 

plug-in connectors
•	 insulating effect
•	 subsequent covering of sharp 

edges
•	 child-friendly colouring

APPLICATION 
The Terrasoft corner covering - large 
- is ideal for covering walls and wall 
projections as well as areas that invol-
ve the risk of injury from concrete ele-
ments in exterior areas.

Terrasoft ® 

Large corner covering

Large corner covering - Corner 
Item no. 255500xx2

1000 mm

400 mm

40 mm

50 mm
140 mm
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The Terrasoft Large corner covering is glued over the existing edging.

Colours Specifications Spart parts

INSTALLATION INSTRUCTIONS
Terrasoft Large corner covering elements are simply spot 
glued over existing edgings in accordance with our gluing 
instructions. These edging profiles can also be connected at 
the sides using System plugs. The Terrasoft Large corner co-
vering corners permit assembly without the need for com-
plex miter cuts. 
The bevelled edge should always pass over onto the surface 
area.

Preparation of the subsoil:
Make sure that the adhesive surfaces are free of oil, grease 
and other residues, e.g. paint, rubber abrasion particles, etc.
Now place the element on the prepared surface according 
to the installation plan.

Notes to selective gluing: 
Pierce the membrane in the threaded part of the adhe-
sive cartridge and screw on the cut plastic nozzle. Using a 
screwdriver, remove the bottom plate of the cartridge and 
insert it into the manual or pneumatic gun.
The bonding takes place on the completely cleaned under-
ground by means of adhesive dots on the bottom of the Lar-
ge corner covering. 
The surface and ambient temperature must be at least 5 ° 
C. The panels should only be glued in dry weather. Adhesive 
cartridges must not be stored below 10 ° C.

Please follow the care instructions.

Terrasoft® Large corner covering     (L x W x H) 1000 x 400 140 mm | SBR rubber granulate | Item no.: 255500xx1
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